


TAG Finder INDOOR

ASSET TRACKING

BASICS PARAMETERS

Usage
Dimensions
Weight
Protection
Antenna

POWER SUPPLY

Power Supply

MODULE SPECIFICATIONS

Mobile Network
Combination Chip

RAM
CPU
eMMC
Temperature Range (˚C)
Additional Connectivity

Indoor
100 x 80 x 50 mm
0,21 kg
IP40
Cellular and Wi-Fi / BT antenna,
wall-mounting

230 V AC / 9-48V
external power supply included

3G (CE) or 4G (FCC)
Wi-Fi + IEEE 802.11 a/b/g/n
WLAN + BLE 4.2
512 MB
600 MHz
4 GB
-25˚C to +70˚C
LAN / ETHERNET

1
Subject to technical change without notice

external power supply included

DIMENSIONS (l × w × h)
WEIGHT
POWER SUPPLY
OPERATING RANGE

100 x 80 x 50 mm
0,21 kg
230V AC / 9-48V
-25 °C to +70 °C

TAG Finder INDOOR

100 x 80 x 50 mm

Cellular and Wi-Fi / BT antenna,



TAG Finder OUTDOOR

ASSET TRACKING

BASICS PARAMETERS

Usage
Dimensions
Weight
Protection
Antenna

POWER SUPPLY

Power Supply

MODULE SPECIFICATIONS

Mobile Network
Combination Chip

RAM
CPU
eMMC
Temperature Range (˚C)
Additional Connectivity

Outdoor
230 x 130 x 200 mm
0,83 kg
IP65
In-box Single Cellular and Wi-Fi 
BT Antennas

230 V AC 

3G (CE) or 4G (FCC)
Wi-Fi + IEEE 802.11 a/b/g/n
WLAN + BLE 4.2
512 MB
600 MHz
4 GB
-25˚C to +70˚C
LAN / ETHERNET

2
Subject to technical change without notice

DIMENSIONS (l × w × h)
WEIGHT
POWER SUPPLY
OPERATING RANGE

230 x 130 x 200 mm
0,83 kg
230V AC 
-25 °C to +70 °C

Wi-Fi + IEEE 802.11 a/b/g/n

TAG Finder OUTDOOR

230 x 130 x 200 mm

In-box Single Cellular and Wi-Fi 


