Lpp.: 1/12

Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespieSanas datums: 23.06.2023 Versijas numurs 6 (aizstaj versiju 5) Labojums: 23.06.2023

1. IEDALA. Vielas/maisijuma un uznéméjsabiedribas/uznémuma
identificésana

: 1.1 Produkta identifikators

- Produkta nosaukums tirgi: TRW DOT 4 Brake Fluid ESP

- Artikula numurs:
32960005, 32960005.Z, PFB440, PFB445, PFB620DR, PFB440CE, PFB440SE, PFB440RE, PFB445CE,
PFB445SE, PFB445RE, PFB620DRAE, PDF440AP, PFB444TC, PFB440IR

- UFI: YF00-Q072-P0O0H-4D39

- 1.2 Vielas vai maisijuma bdtiskie identificétie lietosanas veidi un neieteicamie lietoSanas veidi
Nav pieejama cita batiska informacija.
- Vielas/ preparata pielietojums BremZu Skidrums

* 1.3 Informacija par drosibas datu lapas piegadataju
: RaZotajs/ piegadatajs:

ZF Friedrichshafen AG

Léwentaler StraBBe 20

D-88046 Friedrichshafen

Tel. +49 7541 770

Fax +49 7541 77 90 8000

https://www.zf.com

: Informacijas sniedzéjs:
Tel.: +49 (0) 7541 770

Par droSibas datu lapu atbildigds kompetentas personas e-pasta adrese:
reach@dekra.com

- 1.4 Talruna numurs, kur zvanit arkartas situacijas:
Giftnotruf Miinchen
Tel: +49 (0) 89 -19 240 (24 h)
Izzinas vacu un anglu valoda

2. IEDALA. Bistamibas apzinasana

- 2.1 Vielas vai maisijuma klasifikacija
- Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008

@ GHSO08 bistamiba veselibai

Repr. 2 H361 Ir aizdomas, ka var kaitét auglibai vai nedzimusajam bérnam.

- 2.2 Markéjuma elementi
- Markésana saskana ar Regulu (EK) Nr. 1272/2008

Produkta klasifikacija un markésana veikta atbilstosi CLP regulas prasibam.
: Bistamibas piktogrammas

%

GHSO08

- Signalvards Bridinajums
(Turpinajums 2.Ipp.)
LV—
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* Riska faktorus noteicosie komponenti uz etiketes:
Tris[2-[2-(2-methoxyethoxy)ethoxy]ethyl] orthoborate
: Bistamibas apziméjumi
H361 Ir aizdomas, ka var kaitét auglibai vai nedzimusajam bérnam.
* Drosibas prasibu apziméjums

P102 Sargat no bérniem.
P280 Izmantot aizsargcimdus / acu aizsargus/ sejas aizsargus.
P308+P313 Ja nokllst saskaré vai saistits ar to: |Gdziet mediku palidzibu.
P405 Glabat slegta veida.
P501 Izmest saturu/iepakojumu saskana ar vietgjiem/regionalajiem/nacionalajiem/starptautiskajiem
noteikumiem.
- 2.3 Citi apdraudéjumi

- PBT un vPvB ekspertizes rezultati
* PBT: Nav pielietojams.
* VPvB: Nav pielietojams.

3. IEDALA. Sastavs/informacija par sastavdalam

* 3.2 Maisijumi

- Apraksts:
MaisTjums no turpmak uzskaititajam vielam, kas satur piemaisijumus, kuri netiek raksturoti.
Ir pievienoti aizsarglidzekli pret koroziju un oksidésanos.

* Bistamie komponenti:

CAS: 30989-05-0 Tris[2-[2-(2-methoxyethoxy)ethoxy]ethyl] orthoborate 50 - 100%
EINECS: 250-418-4 '® Repr. 2, H361

Reg.nr.: 01-2119462824-33-X

CAS: 143-22-6 | 2-[2-(2-butoksietoksi)etoksiletanols 210-<20%
EINECS: 205-592-6 Eye Dam. 1, H318

Reg.nr.: 01-2119475107-38-X | Konkrétas koncentracijas robezvértibas:
Eye Dam. 1; H318:C 230 %
Eye Irrit. 2; H319: 20 % < C < 30 %

CAS: 1559-34-8 3,6,9,12-tetraoxahexadecan-1ot 20-<10%
EINECS: 216-322-1 < Eye Irrit. 2, H319

Reg.nr.: 01-2120768763-41-X

CAS: 111-77-3 | 2-(2-metoksietoksi)etanols 20-<3%
EINECS: 203-906-6 < Repr. 2, H361d

Reg.nr.: 01-2119475100-52-X | Konkréta koncentracijas robeza:
Repr. 1B; H360D: C 2 3 %

CAS: 112-34-5 | 2-(2-butoksietoksi)etanols <1%

EINECS: 203-961-6 & Eye Irrit. 2, H319
Reg.nr.: 01-2119475104-44-X

- Papildu informacija: So riska frazu jeb bistamibas pakapes apziméjumu formuléjumu skatit 16.nodala.

4. IEDALA. Pirmas palidzibas pasakumi

* 4.1 Pirmas palidzibas pasakumu apraksts
- Visparéjas norades: Nekavéjoties novilkt apgérba gabalus, uz kuriem nokluvis produkis.

(Turpinajums 3.Ipp.)
LV—
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* Péc ieelposanas: Svaiga gaisa padeve, stdzibam saglabajoties, konsultéties ar arstu.
* Péc saskares ar adu:
Nomazgat ar adeni un ziepém.
llgstoSa adas kairindjuma gadijuma apmeklét arstu.
* Péc nokldsanas acis:
Acis caur pavértiem plakstiniem skalot vairakas mindtes zem teko$a Gdens. Ja saglabajas sudzibas,
konsultéties ar arstu.
: Péc norisanas:
Izskalot muti un uzdzert lielu daudzumu tdens.
Nekavéjoties iesaistit arstu.
* 4.2 Svarigakie simptomi un ietekme — akditi un aizkavéti Nav pieejama cita bitiska informacija.
* 4.3 Norade par nepieciesamo neatliekamo medicinisko palidzibu un ipasu apripi
Nav pieejama cita batiska informacija.

5. IEDALA. Ugunsdzésibas pasakumi

- 5.1 Ugunsdzésibas lidzek]i
- Piemérotie dzésanas Iidzekli:
Putas, dzéSamais pulveris vai Gdens strikla. Lielaku degSanu apkarot ar Gdens striklu vai ar
alkoholnoturigdm putam.
* Dros$ibas apsvérumu dél nepiemérotie dzésanas lidzekli: Spéciga tdens strukla
- 5.2 Ipasa vielas vai maisijuma izraisita bistamiba
DegoSo gazu ieelpo$ana var izraisit smagus veselibas traucéjumus.
lespéjama viegli uzliesmojosu tvaiku-gaisa maistjumu veidoSanas.
- 5.3 leteikumi ugunsdzéséjiem
- Ipasais aizsargaprikojums: Nésat gazmasku, kas nav atkariga no apkartéja gaisa sastava.
- Citi dati
Ja iespéjams, izvakt noliktavas preces no ugunsgréka zonas.
Atdzesét apdraudétas tvertnes ar Gdens stroklu.

6. IEDALA. Pasakumi nejausas noplides gadijumos

* 6.1 Individualas drosibas pasakumi, aizsardzibas lidzekli un procediras arkartas situacijam
Izvairities no saskares ar produktu.
Rapéties par pietiekoSu ventilaciju.
Loti slidens, ja produkis ir iztecégjis/ izlijis.
* 6.2 Vides drosibas pasakumi:
Nepielaut izpleSanos pa virsmu (piem. nosprostojot vai ierobezojot ellas laukumu).
Nepielaut noklaSanu kanalizacija/ virszemes Gdenos/ gruntsiidenos.
* 6.3 Lokalizacijas (ierobeZosanas) un savaksanas panémieni un materiali
Savakt ar Skidrumu sasaistoSu vielu palidzibu (smiltim, poraino grants iezi, skabju sasaistitaju, universalo
sasaistitaju, zaga skaidam).
Piesarnoto materialu aiztransportét ka atkritumus péc 13.punkta nosacijumiem.
* 6.4 Atsauce uz citam iedalam
Informaciju par darba droSibu skattt 7.nodala.
Informaciju par personigo aizsargaprikojumu skatit 8.nodala.
Informaciju par atkritumu likvidaciju skatit 13.nodala.

LvV—
(Turpinajums 4.1pp.)
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7. IEDALA. Apiesanas un glabasana

- 7.1 Drosa apiesanas un tai vajadzigie piesardzibas pasakumi
Nepielaut aerosolos veidojumus.
Darba laika neést, nedzert un nesméeket.
Turét tvertni blivi noslégtu.
Izvairtties no saskares ar acim un adu.
: Norades aizsardzibai pret degsanu un eksploziju: Karsts produkts izdala viegli uzliesmojosus tvaikus.

- 7.2 Drosas glabasanas apstakli, tostarp visu veidu nesaderiba
- Uzglabasana:
- Prasibas, kadam jaatbilst uzglabasanas telpam un tvertném: Uzglabat tikai originala tilpné.
* Norades par vairaku vielu kopéju uzglabasanu: Uzglabat atseviSki no oksidacijas lidzekliem.
- Citi uzglabasanas nosacijumi:

Tvertni turét blivi noslégtu.

Sargat no gaisa mitruma un Gdens.

Tvertni uzglabat labi védinama vieta.

Uzglabat sausa veida.
* 7.3 Konkréts(-i) galalietosanas veids(-i) Bremzu Skidrums

8. IEDALA. Ekspozicijas kontrole/individuala aizsardziba

: 8.1 Kontroles parametri

: Sastavdalas, kuru robeZvértibas ir kontroléjamas attiecigaja darba vieta:
AER: robezvértiba darbavieta
IOELV: Indicative Occupational Exposure Limit Values, Eiropas Savieniba noteiktas robezvértibas
darbavieta
111-77-3 2-(2-metoksietoksi)etanols
AER (LV) |ligstoSa vértiba: 50,1 mg/m3, 10 ppm

Ada

IOELV (EU) | ligstosa vértiba: 50,1 mg/m3, 10 ppm

ada

112-34-5 2-(2-butoksietoksi)etanols

AER (LV) [lslaiciga vértiba: 101,2 mg/m3, 15 ppm

llgstosa vértiba: 67,5 mg/ms3, 10 ppm

IOELV (EU) |Islaiciga vértiba: 101,2 mg/m3, 15 ppm

llgstoSa vértiba: 67,5 mg/ms3, 10 ppm

- DNEL
30989-05-0 Tris[2-[2-(2-methoxyethoxy)ethoxy]ethyl] orthoborate
orali DNEL (pateréetajam, ilgtermina, sistémiska) 1,5 mg/kg bw/day (cilveki)

dermali |DNEL (darba néméjam, ilgtermina, sistémisks) |4,2 mg/kg bw/day (cilveki)
DNEL (pateréetajam, ilgtermina, sistémiska) 1,5 mg/kg bw/day (cilveki)
inhalativi| DNEL (darba néméjam, ilgtermina, sistémisks) | 14,8 mg/m3 (cilvéki)

DNEL (pateréetajam, ilgtermina, sistémiska) 2,6 mg/m3 (cilveki)
143-22-6 2-[2-(2-butoksietoksi)etoksi]etanols

orali ‘ DNEL (pateréetajam, ilgtermina, sistémiska) ‘ 12,5 mg/kg bw/day (cilveki)

(Turpinajums 5.1pp.)
Lv—
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1559-34-8 3,6,9,12-tetraoxahexadecan-1-ol

orali |DNEL (patérétajam, ilgtermina, sistémiska) |3 mg/kg bw/day (cilvéki)
111-77-3 2-(2-metoksietoksi)etanols
orali DNEL (patérétajam, ilgtermina, sistemiska) 7,5 mg/kg bw/day (cilveki)
dermali |DNEL (darba néméjam, ilgtermina, sistémisks) | 2,22 mg/kg bw/day (cilveki)
DNEL (patérétajam, Tstermina, sistémiska) 1,33 mg/kg bw/day (cilvéki)
inhalativi | DNEL (darba néméjam, ilgtermina, sistémisks) |50,1 mg/m3 (cilvéki)
DNEL (patérétajam, ilgtermina, sistémiska) 30,1 mg/m?3 (cilveki)
112-34-5 2-(2-butoksietoksi)etanols
orali DNEL (patérétajam, ilgtermina, sistemiska) 6,25 mg/kg bw/day (cilvéki)
inhalativi DNEL (darba néméjs, 1stermina, vietéjais) 101,2 mg/m? (cilvéki)
DNEL (darbinieks, ilgtermina, vietéjais) 67,5 mg/ms3 (cilvéki)
- PNEC

143-22-6 2-[2-(2-butoksietoksi)etoksi]etanols

PNEC aqua (freshwater)

PNEC aqua (marine water)

PNEC STP - notektdenu attiri8anas iekartas
PNEC augsne

PNEC sediment (freshwater)

PNEC sediment (marine water)

PNEC oral

2mg/L (.)

0,2 mg/L (.)

200 mg/L (.)

0,47 mg/kg soil dw (.)
7,7 mg/kg sedim. dw (.)
0,77 mg/kg sedim. dw (.)
111 mg/kg food (.)

1559-34-8 3,6,9,12-tetraoxahexadecan-1-ol

PNEC aqua (freshwater)
PNEC aqua (marine water)
PNEC augsne

PNEC sediment (freshwater)
PNEC sediment (marine water)

2,5mg/L (.)

0,25 mg/L (.)

0,46 mg/kg soil dw (.)
9,49 mg/kg sedim. dw (.)
0,95 mg/kg sedim. dw (.)

111-77-3 2-(2-metoksietoksi)etanols

PNEC aqua (freshwater)

PNEC aqua (marine water)

PNEC STP - notekddenu attiridanas iekartas
PNEC augsne

PNEC sediment (freshwater)

PNEC sediment (marine water)

PNEC aqua (intermittent releases)

PNEC oral

12 mg/L (.)

1,2mg/L (.)

10.000 mg/L (.)

2,1 mg/kg soil dw (.)
44,4 mg/kg sedim. dw (.)
0,44 mg/kg sedim. dw (.)
12 mg/L (.)

90 mg/kg food (.)

112-34-5 2-(2-butoksietoksi)etanols

PNEC aqua (freshwater)
PNEC aqua (marine water)
PNEC augsne

PNEC sediment (freshwater)

1,1 mg/L (.)

0,11 mg/L (.)

0,32 mg/kg soil dw (.)
4,4 mg/kg sedim. dw (.)

(Turpinajums 6.1pp.)
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PNEC sediment (marine water) 0,44 mg/kg sedim. dw (.)
PNEC aqua (intermittent releases) 11 mg/L (.)
PNEC oral 56 mg/kg food (.)

: Papildu informacija: Pamata tika izmantoti sastadiS8anas laika spéka esoSie saraksti.

* 8.2 Ekspozicijas kontrole
- Individualie aizsardzibas pasakumi, pieméram, individualie aizsardzibas lidzekli
- Visparéji aizsardzibas un higiénas pasakumi:
Netiro, piesicinato apgérbu nekavéjoties novilkt.
Partraukumos un darba beigas nomazgat rokas.
Nepielaut saskarsmi ar acim.
Darba laikad neést un nedzert.
- Elpcelu aizsardziba
Nav nepiecieSams, ja telpas ir labi ventilétas.
Aizsargat elpoSanu tikai gadijuma, ja izveidojies aerosols vai miglina.
A/P2 filtrs
* Roku aizsardziba: Schutzhandschuhe z. B. aus Nitrilkautschuk tragen.
- Cimdu materials
Piemérotu cimdu izvéle ir atkariga ne tikai no materiala, bet art no citiem kvalitates raditajiem, kuri
dazadiem raZotajiem ir at8kirigi. Ta ka produktu izgatavo no vairakam vielam, cimdu materiala izturtba
iepriek§ nav aprékinama, tapéc pirms lietoSanas ta ir japarbauda.
ButilkauCuks
NitrilkauCuks
leteicamais materiala biezums: > 0,4 mm
: Cimdu materiala caurlaides laiks
Precizu cauri izspieSanas laiku (permeabilitati) var uzzinat no aizsargcimdu razotaja, Sis laiks jaievéero,
lietojot cimdus.
: Acu/sejas aizsardziba

Blvi nosledzamas aizsargbrilles

9. IEDALA. Fizikalas un kimiskas ipasibas

* 9.1 Informacija par fizikalajam un kimiskajam pamatipasibam
- Visparéji dati
- Krasa: Dzintara krasa
- Smarza: Maigs
* Smarzas slieksnis: Nav noteikts.
 Kusanas punkts/ sasalSanas punkts <-50 °C (< -58 °F) (SAE J 1703)
- Virsanas punkts vai sakotnéjais virsanas punkts
un virsanas temperatiras diapazons > 260 °C (> 500 °F) (SAE J 1703)
- Uzliesmojamiba Nav pielietojams.
- Apakséja un augséja spradzienbistamibas
robeza
- Apakséja: Nav noteikts.
- Uzliesmosanas punkts > 120 °C (> 248 °F) (IP 35)
(Turpinajums 7.1pp.)
LvV—
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* Pasuzliesmosanas temperatiira

- Sadalisanas temperatira

- SADT

* pH pie 20 °C (68 °F)

- Viskozitate:

- Kinematiska viskozitate pie 20 °C (68 °F)

- dinamiska:

- Skidiba

- udeni:

* Sadalijuma koeficients (n-oktanols-idens) (log
vértiba)

* Tvaika spiediens pie 20 °C (68 °F):

* Blivums un/vai relativais blivums

* Blivums pie 20 °C (68 °F):

> 300 °C (> 572 °F) (ASTM D 286)
> 300 °C (> 572 °F)

7-10,5 (SAE J 1703)

10 mm?/s (ASTM D 445)
Nav noteikts.

PilnTba samaisams.

1,5 log POW
<2 hPa (< 1,5 mm Hg)

1,02 - 1,07 g/cm? (8,512 - 8,929 Ibs/gal) (DIN 51757)

* 9.2 Cita informacija

- Izskats:

* Forma:

- Svariga informacija par veselibas un apkartéjas
vides aizsardzibu, ka ari par drosibu

- AizdegSanas temperatiira:

- Spradzienbistamiba:

- Stavokja maina

* IztvaikoSanas atrums

Skidrs

Produkts neaizdegas pats no sevis.
Produkts nav spradzienbistams.

Nav noteikts.

- Informacija par fizikalas bistamibas klasém

- Spradzienbistami mater iali

- Uzliesmojosas gazes

: Aerosoli

- Oksidéjosas gazes

- Gazes zem spiediena

- Uzliesmojosi skidrumi

- Uzliesmojosas cietas vielas

- Pasreagéjosas vielas un maisijumi

* Pirofori skidrumi

* Piroforas cietas vielas

- Passasilstosas vielas un maisijumi

* Vielas un maisijumi, kas saskaré ar ideni izdala
uzliesmojosas gazes

* Oksidéjosi skidrumi

- Oksidéjosas cietas vielas

* Organiskie peroksidi

: Vielas un maisijumi, kas izraisa metalu koroziju

- Desensibilizeti spradzienbistami materiali

iztrokst
iztrakst
iztrakst
iztrakst
iztrakst
iztrakst
iztrokst
iztrakst
iztrakst
iztrokst
iztrokst

iztrokst
iztrakst
iztrokst
iztrokst
iztrokst
iztrokst

ZF Friedrichshafen AG
Léwentaler Straf3e 20, 88046 Friedrichshafen, Germany
www.zf.com/contact

10. IEDALA. Stabilitate un reagétspéja

- 10.1 Reagétspéja Nav pieejama cita batiska informacija.

- 10.2 Kimiska stabilitate

- Termiska sadalisanas/ apstakli, no kuriem jaizvairas: Nesadalas, ja pielieto atbilstoSi nosacijumiem.

(Turpinajums 8.Ipp.)
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- 10.3 Bistamu reakciju iespéjamiba

lespéjama peroksidu veidoSanas.

Reageé ar viegliem metaliem, veidojoties Gdenradim.
- 10.4 Nepielaujami apstak]i Karstums.
* 10.5 Nesaderigi materiali:

Izvairities no saskares ar spécigiem oksidétajiem.

Var kaitét krasai un limes kartai, ka ar1 dazam sintétiskajam vielam un kau¢ukam.
* 10.6 Bistami sadalisanas produkti

Nav, lietojot atbilstoSi paredz&étajam mérkim un uzglabajot atbilstoSi noteikumiem.

" 11. IEDALA. Toksikologiska informacija

- 11.1 Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasém
- Akuta toksicitate [akits toksiskums]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

- Svarigako LD/LC50- (letalo devu un koncentracijas) klasifikacija:
30989-05-0 Tris[2-[2-(2-methoxyethoxy)ethoxy]ethyl] orthoborate
orali LD50 | > 2.000 mg/kg (zurkas) (OECD 401)
dermali [LD50|> 2.000 mg/kg (zurkas) (OECD 402)
143-22-6 2-[2-(2-butoksietoksi)etoksi]etanols
orali LD50|5.170 mg/kg (zurkas)
dermali |LD50 |3.540 mg/kg (trusi)
1559-34-8 3,6,9,12-tetraoxahexadecan-1-ol
orali LD50|2.630 mg/kg (Zurkas)
dermali [LD50|3.540 mg/kg (trusi)
111-77-3 2-(2-metoksietoksi)etanols
orali LD50|7.128 mg/kg (peles) (OECD 201)
dermali |LD50 |9.404 mg/kg (trusi) (OECD 402)
inhalativi|LCO |> 1,2 mg/l/6h (Zzurkas) (OECD 403)
112-34-5 2-(2-butoksietoksi)etanols
orali LD50|5.660 mg/kg (zurkas)
dermali |LD50 |2.764 mg/kg (trusi) (OECD 402)
inhalativi | LCO |67,5 mg/I/0,5h (cilveki)
- Adas korozija/ adas kairinajums [kodigs adai/ kairinos$s adai]
ligstoSa saskare ar &du var izraisit adas kairindjumu un/vai dermatitu.
* Nopietns acu bojajums/acu kairinajums Slakatas var izraistt parejosSu acu kairinajumu.
- Elpcelu vai adas sensibilizacija [sensibilizacija, ieelpojot vai nonakot saskaré ar aduj
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
- Mutagenitate diglsinam [cilmes Siinu mutagenitate]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
- Kancerogenitate Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

* Reproduktiva toksicitate [toksisks reproduktivai sistéema]
Ir aizdomas, ka var kaitét auglibai vai nedzimu$ajam bérnam.

(Turpinajums 9.1pp.)
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- Toksiska ietekme uz ipasu mérkorganu, vienreizéja ekspozicija [toksiska ietekme uz mérkorganu,
vienreizéja iedarbiba]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
- Toksiska ietekme uz ipasu mérkorganu, atkartota ekspozicija [toksiska ietekme uz mérkorganu,
atkartota iedarbiba]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
- Aspirativa bistamiba [bistams ieelpojot]
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
* Papildu toksiska informacija:
- Atkartotas devas toksiskums
143-22-6 2-[2-(2-butoksietoksi)etoksiletanols

orali | NOAEL (90d) |500 mg/kg bw/day (Zurkas)
111-77-3 2-(2-metoksietoksi)etanols
orali NOAEL (28d) |900 mg/kg bw/day (Zzurkas) (OECD 407)

dermali |NOAEL (90d) |40 mg/kg bw/day (jdras cacinas) (OECD 411)
inhalativi NOAEC (90d) | > 1.060 mg/m? (zurkas) (OECD 413)
112-34-5 2-(2-butoksietoksi)etanols

orali NOAEL (90d) | 250 mg/kg bw/day (Zzurkas) (OECD 408)
dermali |NOAEL (90d) |2.000 mg/kg bw/day (zurkas) (OECD 411)

inhalativi| NOAEC (90d) |94 mg/m? (2urkas) (OECD 413)
Tvaiki

- CMR ietekmes (kancerogénums un mutagénums un toksiskums reproduktivai funkcijai).
Repr. 2
* 11.2 Informacija par citiem apdraudéjumiem

- Endokrini disruptivas ipasibas
Nesatur nevienu no sastavdalam

" 12. IEDALA. Ekologiska informacija

 12.1 Toksicitate
- Udenu toksiskums:
30989-05-0 Tris[2-[2-(2-methoxyethoxy)ethoxy]ethyl] orthoborate

EC50 > 211,2 mg/I/48h (Daphnia magna) (OECD 202)
LC50 > 222,2 mg/l/96h (Oncorhynchus mykiss) (OECD 203)
EC50 > 224,4 mg/l/72h (Raphidocelis subcapitata) (OECD 201)

143-22-6 2-[2-(2-butoksietoksi)etoksi]etanols

EC50 (statiski) |2.210 mg/l/48h (Daphnia magna) (EU C.2)

ECO (statiski) |2.150 mg/l/96h (Leuciscus idus) (DIN 38 412-L15)
LC50 2.400 mg/l/96h (Pimephales promelas)

2.200 - 4.600 mg/l/96h (Leuciscus idus) (DIN 38412-15)
EC50 (statiski) |840 mg/l/72h (Desmodesmus subspicatus) (OECD 201)
NOEC (statiski) | 1.000 mg/l/96h (Leuciscus idus) (DIN 38 412-L15)

(Turpinajums 10.lpp.)
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1559-34-8 3,6,9,12-tetraoxahexadecan-1-ol

EC50 > 3.200 mg/I/48h (Daphnia magna) (OECD 202)

LC50 > 1.800 mg/I/96h (Scophthalmus maximus) (OECD 203)
111-77-3 2-(2-metoksietoksi)etanols

EC50 (statiski) |1.192 mg/l/48h (Daphnia magna)

EC50 (statiski) |> 1.000 mg/l/96h (Selenastrum capricornutum) (OECD 201)
LC50 (statiski) |5.741 mg/l/96h (Pimephales promelas)

112-34-5 2-(2-butoksietoksi)etanols

EC50 (statiski) |> 100 mg/l/48h (Daphnia magna) (OECD 202)

EC50 (statiski) |> 100 mg/I/96h (Desmodesmus subspicatus) (OECD 201)
LC50 (statiski) |1.300 mg/l/96h (Lepomis macrochirus) (OECD 203)

* 12.2 Noturiba un noardamiba biologiski viegli noardams
- Citi dati: Es sind keine Angaben tber das Gemisch verfigbar.
- 12.3 Bioakumulacijas potencials
Nemot véra n-oktanola/ Gdens sadali$anas koeficientu, piesatinadanas organismos nav gaidama.
- 12.4 Mobilitate augsné Nav pieejama cita batiska informacija.
- 12.5 PBT un vPvB ekspertizes rezultati
 PBT: Nav pielietojams.
: vPvB: Nav pielietojams.
: 12.6 Endokrini disruptivas ipasibas
Produkts nesatur vielas, kam piemit endokrinas sistémas darbibai kaitéjoSas Tpasibas.
- 12.7 Citas nelabvéligas ietekmes
- Cita ekologijas informacija:
- Visparéjie noradijumi:
Udens apdraudéjuma klase 1(Pasu klasifikacija): vaji apdraud Gdeni
Nepielaut nokla8anu gruntsidenos, tdenos vai kanalizacija neatSkaidita veida vai lielakos daudzumos.

13. IEDALA. Apsaimniekosanas apsverumi

- 13.1 Atkritumu apstrades metodes

- leteikums:
Nedrikst aiztransportét kopa ar sadzives atkritumiem. Nepielaut noklaSanu kanalizacija.
Minétie atkritumu kodi ir ieteikums, nemot véra paredzamo produkta lietoSanu.

- Eiropas atkritumu katalogs
16 00 00 |ATKRITUMI, KAS NAV MINETI CITUR
16 01 00 |dazadi nolietoti transportlidzekli (ietverot visurgajéjus) un atkritumi, kas raduSies nolietotu

transportlidzeklu demontaza un transportlidzeklu apkopé (iznemot 13., 14., 16 06. un 16 08.
pozicija minétos)
16 01 13" |bremzu Skidrums

HP10 | Toksisks reprodukcijai

- Neattiritie iesainojumi:
- leteikums:
LikvidéSana atbilstoSi oficialiem noteikumiem.
lesainojums saskana ar noteikumiem par iesainojumiem ir jalikvide.
Nepiesarnotus iepakojumus var nodot otrreizéjai parstradei.
(Turpinajums 11.lpp.)
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Iztirits iepakojums janodod vietéja atkritumu parstrades uznémuma.

- leteicamais tirisanas Ilidzeklis: Udens, ja nepiecieSams, kopa ar tirisanas lidzekliem.

14. IEDALA. Informacija par transportésanu

- 14.1 ANO numurs vai ID numurs

- ADR/RID, ADN, IMDG, IATA iztrokst
- 14.2 ANO oficialais kravas nosaukums
- ADR/RID, ADN, IMDG, IATA iztrokst

* 14.3 Transportésanas bistamibas klase(-es)
- ADR/RID, ADN, IMDG, IATA

- klase iztrokst
- 14.4 lepakojuma grupa

- ADR/RID, IMDG, IATA iztrakst
: 14.5 Vides apdraudéjumi:

- Juras piesarnotajs: Né

- 14.6 Ipasi piesardzibas pasakumi lietotajiem  Nav pielietojams.

: 14.7 Beztaras Kkravu jiras parvadajumi saskana

ar SJO instrumentiem Nav pielietojams.
* Transports/ cita informacija: Saskana ar iepriekS minétiem noteikumiem prece nav
bistama.
- UN "Model Regulation": iztrokst

15. IEDALA. Informacija par reguléjumu

- 15.1 Drosibas, veselibas un vides jomas noteikumi/normativie akti, kas ipasi attiecas uz vielu un
maisijumu
- Direktiva 2012/18/ES

: Konkrétas bistamas vielas - | PIELIKUMS Nesatur nevienu no sastavdalam
* Regula (EK) Nr. 1907/2006 XVII PIELIKUMS lerobeZojumi: 3, 54

- Direktiva 2011/65/ES par dazu bistamu vielu izmantoSanas ierobeZosanu elektriskas un
elektroniskas iekartas - Il Pielikums

Nesatur nevienu no sastavdalam
- REGULA (ES) 2019/1148

- | Pielikums - IEROBEZOTI SPRAGTSVIELU PREKURSORI (Augséja robezvértiba licencésanas
nolikos saskana ar 5. panta 3. punktu)

Nesatur nevienu no sastavdalam

- Il Pielikums - ZINOJAMI SPRAGSTVIELU PREKURSORI
Nesatur nevienu no sastavdalam

(Turpinajums 12.lpp.)
Lv—

ZF Friedrichshafen AG © ZF Friedrichshafen AG
Léwentaler Straf3e 20, 88046 Friedrichshafen, Germany
www.zf.com/contact



Lpp.: 12/12

Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespieSanas datums: 23.06.2023 Versijas numurs 6 (aizstaj versiju 5) Labojums: 23.06.2023

Produkta nosaukums tirgii: TRW DOT 4 Brake Fluid ESP

(Turpinajums 11.lpp.)

 Regula (EK) Nr. 273/2004 par narkotisko vielu prekursoriem
Nesatur nevienu no sastavdalam

* Regula (EK) Nr. 111/2005 ar ko paredz noteikumus par uzraudzibu attieciba uz narkotisko vielu
prekursoru tirdzniecibu starp Kopienu un tresam valstim

Nesatur nevienu no sastavdalam

* Nacionalie noteikumi:
- Noradijumi attieciba uz nodarbinatibas ierobeZojumiem:
- Ipasi bistamas vielas (SVHC) atbilstosi REACH, 57. Panta
Nesatur nevienu no sastavdalam
* 15.2 Kimiskas drosibas novértéjums: Kimiskas droSibas novértéjums nav veikts.

16. IEDALA. Cita informacija

Dati balstiti uz masu $1briza atzinam, tacu tie negaranté produkta Tpasibas un nevar bat par pamatu
likumiskam ltlgumattiectbam.

- Nozimigakas frazes
H318 lIzraisa nopietnus acu bojajumus.
H319 lzraisa nopietnu acu kairinajumu.
H361 Ir aizdomas, ka var kaitét auglibai vai nedzimu$ajam bérnam.
H361d Ir aizdomas, ka var nodartt kaitéjumu nedzimuSam bérnam.

- Drosibas instrukcijas izstradatajs:

D DEKRA ST EK dro$Tbas datu lapa ir sagatavota sadarbiba ar
-DEKRA Assurance Services GmbH”, Hanomagstr. 12, D-30449 Hannovere, Vacija,
Tel.: (+49) 511 42079 - 0, reach@dekra.com.

© DEKRA Assurance Services GmbH. Lai grozitu §o dokumentu, ir vajadziga neparprotama piekriSana no
DEKRA Assurance Services GmbH.
- Versijas numurs iepriekséjai versijai: 5
- Saisinajumi un akronimi:
ADR: Accord relatif au transport international des marchandises dangereuses par route (European Agreement Concerning the
International Carriage of Dangerous Goods by Road)
IMDG: International Maritime Code for Dangerous Goods
IATA: International Air Transport Association
GHS: Globally Harmonised System of Classification and Labelling of Chemicals
EINECS: European Inventory of Existing Commercial Chemical Substances
ELINCS: European List of Notified Chemical Substances
CAS: Chemical Abstracts Service (division of the American Chemical Society)
DNEL: Derived No-Effect Level (REACH)
PNEC: Predicted No-Effect Concentration (REACH)
LC50: Lethal concentration, 50 percent
LD50: Lethal dose, 50 percent
PBT: Persistent, Bioaccumulative and Toxic
SVHC: Substances of Very High Concern
vPvB: very Persistent and very Bioaccumulative
Eye Dam. 1: Nopietni acu bojajumi/acu kairindjums — 1. Kategorija
Eye Irrit. 2: Nopietni acu bojajumi/acu kairinajums — 2. Kategorija
Repr. 2: Toksisks reproduktivajai sistémai — 2. kategorija
Repr. 2: Toksisks reproduktivajai sistémai — 2. kategorija

- * Dati, attieciba pret sakuma versiju, ir mainiti
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